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Triegel & Associates, Inc.
Consulrants in Geology and the Environm€nt

575 Esst Suedesford Road. Suirc ll3
\tr or nc. PA 19087
I I5-:5J-7:-<-< ( Telecopy" 2l5-254-0518)

January 22, L99O

Dave Haldernan
Environmental Engineer
scott Paper Conpany
Front and Avenue of the States
Chester, PA 19 013

RE: Backhoe Trench Investigation

Dear Dave:

This retter hrilr report the findings of the trench investigation
conducted .January 12, 1990, at the Scott paper Conpany, Chaster,Pennsylvania. The prelininary investigation lras c;nducted tocharacterize the area of fill around the No. 6 oil tank, and toevaluate the extent of contanination in the area. The trenchinvestigation was conducted in response to the recurringdischarges of oil fron the bulkhead area to the lagoon. To date,the source of this oil has not been deternined. The oil is beingconfined to the ragoon by absorbent boorfls to prevent releases tothe Delaware River.

The. trenching investigation was conducted by cuardian
Environmental Services, Inc. of Bear, Delaware. The Lrenches werelocated on the north side of the No. 6 fuel oil tank, and extendedthe Iength of the lagoonrs bulkhead (See Figure 1). SoiI hrasexcavated to depths just belou the ground water level, so thevrater surface could be observed. A total of four trenches were
dug, under the direction and supervision of Dave Haldernan and R.D.Miller, both of the scott paper conpany.

Trench 1

Trench 1 Iras located six feet north of the nunber G fuel oil tank
(see Figure 1). The soils are described as follows:

Depth (Feet)

o to 0.5 - Macadan base and linestone cobbles.

0.5 to 2.0 - Moist, black sandy gravel , slight oil odor,
believed to be coal and/ or ash naterial.

2.0 to 11 - Moist, tan brohrn sandy gravel, oil odor.(Botton) Water first encountered at 9.5 feet.
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A siI inch steel pipe was discovered at a depth of six feet. Theorigin of t!" pipe and its contents (ii any) were unknown.Horizontar tinbers of the row deck were unearthed at a depth ofni.ne feet, on the northwest r,rall of the trench. ^n retaining wallwas buirt beside the deck, leaving a large void space under thedeck. This void space was approxirnately four feet de-p.

As the retaining wall was excavated, water and oil flowed into thetrench fron the void space. A sanple of the upper portion of thehrater and oir was collected with a graduated, uottoln-reea baiLer.
An approxirna|-e]-y L/4- to 3/8-inch thick, floating inniscible layerof oil was observed on the water surface. This sample vrassubnitted to a laboratory for qualitative gas chromatographanarysis (cc fingerprint) to deterrnine the naturi of the fuer- oil(e.9, No. 2, No. 4, No. 6 fuel oi1).
Trench 2

Trench 2 was located $rest of a storrn drain just off the westcorner of the lagoon (see Figure 1). The soirs are described asfol l ows :

Depth ( Feet )

0 to 0.5 - Macadarn and

0.5 to 1.5 - Black sand
odor.

tan gravel base.

and gravel (coal), slight oil

1.5 to 5.0 - Moist tan sand and gravel, concrete rubble.
( Deck)

8.0 to 9.0 - wet tan gray silty sediments.
( Botton)

Wood decking was encountered at a depth of five feet. void spaceunderneath the deck was approximatery 2 feet. part of the wooddeck was broken to allow access to the nater. An irnrniscibre rayerof oil floated on the surface of the hrater. A graduated, bottorfl-feed bailer was used to obtain a sarnple of tfie water and oil.Approxinately 1/4-inch thick irnrniscibre rayer wis -ouservea.
Further excavation disturbed this layer and idditionar sanplingwas deened inpractical, due to the rack of enough accunuiaied oir.wave action- during the rising of the tide suggeited a direct lraterfrow fron the ragoon. prant personner indici€ed that this woodendeck travels the rength of the lagoon, and rnay extent southwardalong the Delaware River.
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Trench 3 $tas located southeast
west of a concrete transforner
described as fol lows:

of the nunber 6 fuel
pad (see Figure L)

oil tank, j ust
The soil was

Depth (Feet)

O to ■.0   -

■.O to 2.0 -

concrete, grayish

sand and gravel.

tan   sand  andCrushed
gravel.

Dark gray

2.0 to 5.0 - Moist, orange tan silty sand and gravel. No
odor throughout. Concrete slab encountered
at the base of the trench.

cround water was not encountered in this trench due to the
inpenetrable concrete sl,ab. Site personnel believe this slab
supports the No. 5 fuel oil tank and extends to the low deck
along the Delaware Rj,ver.

Trench 4

Trench 4 lras also located east of the oil tank, just north of
Trench 3. The soils in this trench were described as follows:

Depth ( Feet )

0 to 0.5 - Dark tan sandy gravel.

0.5 to 2.0 - Dark gray sandy gravel .

2.0 to 9.5 - Grayish tan sandy gravel. SoiI at the bottom
(Botton) of the pit had a visible sheen.

This trench was dug to ground water. There were no void spaces
encountered. A very slight oil odor ltas noted at the top of the
water tab1e, but there htas no observable inniscible oil layer
present. Soil excavated fron nine feet had a visible sheen.

oil Sarflple fron Ladoon

Absorbent booms used in the containnent of the oil release are
retrieved and replaced daily. The soiled boons are stored for
disposal in 55-gallon druns. OiI was wrung fron one of the bootns
to be subnitted to a laboratory for qualitative gas chromatoqraph
analysis (Gc fingerprint). The results of this analysis _wiII be
used to conpare with results of the Trench 1 sanple, to identify
whether these oils are of the same origin.
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Sumnarv

Backhoe trenches $rere dug in an effort to derineate the area ofoil contarnination around ihe No. 6 fuer oir tani-inJ io-iientirvthe source of reakage. Based on the findings of the eicivationsand discussions with site personner, it is berieved a wooden deckstructure extends fron the northwest corner of the ragoon to thesouthwest corner (where the ragoon neets the Deraware-Riverl . Avoid space below this deck has iccuururated oir, anJ ,.i.""., it t"the lagoon during row tide. There appears to be direct water rtowbetween the lagoon and the voi.d spi-e beLoe, the deck, A trenchdug between the deck-and the above:ground tank lrrenctr tto.4, nearthe transforner pad) revear.ed very little' i*.i."irie oircontanination at the surface of the ground r./ater.

The source of the oir contarnination was not identified during theinvestigation. oir obtained frorn the top of ttre waiei-surfacefron Trench 1 and the ragfoon lrere suLrnitted for rib-racorygualitative analysis and identification. The results of theseanalyses may indicate the contaninant source(s). A supplenencaryreport wiLl be subrnitted upon receipt and 'evaluation 
or theanalytical results.

If you have any
free to call me.

S incerely ,

questions or need additional infornation, feel

bef tR.au,-l.t
Daniel E. Ressler
Soil Scientist
DER\
F igure
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